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Introduction  
The ultra-high density 3732 matrix card is comprised of four banks, each with 4 rows by 28 columns of reed 

relays. This provides 448 single-pole crosspoints for maximum connection versatility in high channel count 

applications. For even greater flexibility, bank configuration relays are mounted on the card. They offer an 

automated method of connecting banks to enable two additional matrix configurations: Single 4×112 and dual 

4×56. This feature allows the matrix size to be easily adapted to existing or future applications. For differential 

(2-wire) measurements, you can select two-pole mode, which enables automatic pairing of crosspoints to create 

a dual 4×28 or single 4×56 configuration. For larger matrix sizes, analog backplane relays are provided that 

enable rows to connect to the Series 3700A mainframe backplane. This allows, for example, a matrix of up to 4 

rows by 672 columns within a single 3706A mainframe using six 3732 cards. 

The 3732 card is shown in the following figure. 

Figure 1: Model 3732 Quad 4x28 Reed Relay Matrix Card 

 

Item shipped may vary from model pictured here. 

 

https://www.tek.com/products/keithley
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The 3732 card uses optimized reed relays that offer both low contact potential and low current offset to minimize 

the switching errors that often accompany this relay technology. Additionally, these relays provide greater signal 

voltage (200 V) and current (1.2 A carry) dynamic range while supporting the long life and fast actuation times 

necessary in many automated test applications. 

The 3732 uses two 78-pin D-sub plugs for signal and configuration connections. For screw-terminal connections, 

you can use one of the following detachable accessories: 

Á For 16×28 or dual 8×28 matrix configurations, use the 3732-ST-R. 

Á For the 4×112, dual 4×56, or base quad 4×28 matrix configurations, use the 3732-ST-C. 

Á For direct connections, use the 3732-ST-C. 

These additional features differentiate the 3732 card from other Series 3700A switching cards: 

Á Bank configuration relays mounted on the 3732 card allow you to automate bank connections. 

Á Two-pole mode enables automatic channel pairing for differential (2-wire) measurements. 

Á You can use analog backplane relays to connect rows to the Series 3700A mainframe backplane for larger 

matrix configurations that use multiple 3732 cards. 

For more information regarding available cards and accessories, refer to the Series 3700A System 

Switch/Multimeter and Plug-in Cards datasheet, available at tek.com/keithley. 

This document describes how to install the plug-in card and make connections to it. For information on scanning, 

and on reading, writing, and controlling channels, refer to the Series 3700A System Switch/Multimeter Reference 

Manual, available at tek.com/keithley. 

https://www.tek.com/products/keithley
https://www.tek.com/products/keithley
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Safety precautions for connections  

Shock hazard. To prevent electric shock that could result in serious injury or death, comply 

with these safety precautions.  

Connection information for plug-in cards is intended for qualified service personnel. Do not 

attempt to connect devices under test (DUTs) or external circuitry to a plug-in card unless you 

are qualified.  

As described in the International Electrotechnical Commission (IEC) Standard IEC 60664, the 

Series 3700A is Installation Category O and signal lines must not be directly connected to 

AC mains. 

Before making or breaking any connections to the plug-in card, make sure the Series 3700A 

instrument power is turned off and power is removed from all external circuitry. 

Do not connect signals that will exceed the maximum specifications of any installed plug-in 

card. If the rear analog backplane connector of the instrument and the plug-in card terminals 

are connected at the same time, the test lead insulation must be rated to the highest voltage 

that is connected. For example, if 300 V is connected to the analog backplane connector, the 

test lead insulation for the plug-in card must also be rated for 300 V.  

Dangerous arcs of an explosive nature in a high-energy circuit can cause severe personal 

injury or death if contacted. If the multimeter is connected to a high-energy circuit when set to 

a current range, low-resistance range, or any other low-impedance range, the circuit is 

virtually shorted. Dangerous arcing can result, even when the multimeter is set to a voltage 

range, if the minimum voltage spacing is reduced in the external connections.  

Use test leads that are fully insulated. Use only test leads that can be connected to the circuit 

(for example, alligator clips and spade lugs) for hands-off measurements. Do not use test 

leads that decrease voltage spacing. These diminish arc protection and create a 

hazardous condition. 

 

Card installation 

Slot covers must be installed on unused slots to prevent personal contact with high-voltage 

circuits. Failure to recognize and observe standard safety precautions could result in personal 

injury or death due to electric shock. 
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To install a switching card into the instrument mainframe: 

1. Turn the instrument off. 

2. Position the instrument so that you are facing the rear panel. 

3. Disconnect the power line cord and any other cables connected to the rear panel. 

4. Remove the slot cover plate from the mainframe slot. Retain the plate and screws for future use. 

5. With the top cover of the switching card facing up, align the card edge into the card guide of the slot, as shown 

in the following figure. 

6. Slide in the card. For approximately the last ¼ inch, press in firmly to seat the card connector to the 

mainframe connector. 

7. On each side of the card, there is a mounting screw. Use a flat-bladed screwdriver to tighten the two 

mounting screws to secure the card to the mainframe. Do not overtighten. 

8. Reconnect the power line cable and any other cables to the rear panel. 

9. Turn the instrument on. 
 

Figure 2: Module installation 

 

Item shipped may vary from model pictured here. 

Item Description 

1 Card guide (part of mainframe) 

2 Card 

3 Card edge (part of card) 

4 Mounting screw (part of card) 
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Verify card installation  

To verify that the card was properly installed: 

1. If the 3700A is controlled remotely (REM is displayed), press EXIT to switch control to local. 

2. On the 3700A front panel, press SLOT. The name and firmware version of the instrument is displayed. 

3. Press SLOT again. The name and firmware version of the card in slot 1 is displayed. 

4. If you have more than one card installed, continue to press SLOT until the slot you installed is displayed. 

5. Confirm the name and firmware version. 

6. Press EXIT to return to the operating display. 

Hardware interlocks  
This plug-in card can switch high-voltage signals. To prevent exposure to hazardous voltages, the plug-in card 

includes a hardware interlock. The hardware interlocks are present on the plug-in card and are designed to keep 

the plug-in card disconnected from the 3700A backplane. When the interlock circuit is disengaged, no 

measurements can be made through a plug-in card, but channel relays can continue to operate. 

The following figure is a simplified schematic of the interlock circuit on the plug-in card. 

Figure 3: Simplified interlock circuit  
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Interlock pin numbers  
The interlock circuit of the 3732 is on banks 1, 2, 3, and 4 using interlock pins J3-76 and J3-78. The affected 

backplane relays are s0911 through s0918. 

To prevent instrument damage or loss of functionality, make sure high-voltage analog signals 

are not wired to the interlock pins. 

Engage hardware interlocks  
To engage the hardware interlocks, you must provide a low-resistance path between the two applicable interlock 

pins, as shown in the figure in Hardware interlocks (on page 5). This path routes a 5 V power source to an 

onboard interlock relay, which in turn enables power to the backplane relays. If a 37xxA-ST screw-terminal 

accessory is used, a low-resistance path is provided to automatically engage the interlock circuit. 

The supplied 5 V power source is not designed for use with external circuits. Only use this 

power source to energize the interlock relay.  

 

For reliable operation, be sure to provide a low-resistance path between the interlock pins. 

Significant resistance can cause the interlock circuit to fail to engage. 

Check interlock status  
You can check the status of the interlocks using the TSP command slot[ slot ].interlock.state , where 

slot  is 1 to 6. When the interlock status is returned as engaged, you can energize the associated backplane 

relays. When interlock status is disengaged, you cannot energize the associated backplane relays. 

Refer to the Series 3700A System Switch/Multimeter Reference Manual for more information on interlock 

commands. This manual is available at tek.com/keithley. 

https://www.tek.com/products/keithley
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Configuration and connection choices overview  
Before configuring your card, you need to decide which base matrix configuration to use and how to wire the 

connections. The options are shown in the following table. 

Configuration type  Mode Matrix configurations  Wiring method Accessory  

Column expansion 1-pole Quad 4×28 

Dual 4×56 

Single 4×112 

Modular screw-terminal accessory 3732-ST-C 

2-pole Dual 4×28 

Single 4×56 

Row expansion 1-pole Dual 8×28 

Single 16×28 

Modular screw-terminal accessory 

 

3732-ST-R 

2-pole Single 8×28 

Custom configuration Any User-defined Direct wiring with prefabricated cable blocks 3732-MTC-3 
 

Screw-terminal accessories  
You can use screw-terminal accessories to create matrix configurations without any direct wiring. The 

screw-terminal accessories available for use with the 3732 card are the 3732-ST-C and 3732-ST-R. 

The 3732-ST-C provides terminal block access for the following matrix configurations: 

Á Quad 4×28 (1-pole) 

Á Dual 4×28 (2-pole) 

Á Dual 4×56 (1-pole) 

Á Single 4×56 (2-pole) 

Á Single 4×112 (1-pole) 

The 3732-ST-R provides terminal block access and column jumper blocks for extended row configurations, 

including: 

Á Dual 8×28 (1-pole) 

Á Single 8×28 (2-pole) 

Á Single 16×28 (1-pole) 

You cannot remove and replace cards in the Series 3700A while power is on (also known as 
hot swapping). 

 

Removing a screw-terminal accessory while the instrument is powered off leaves the 3732 
card in the configuration that it was in when last powered on. To ensure that configuration 
changes are applied, the interlock must be activated after turning on Series 3700A instrument 
power. This forces the Series 3700A to read the 3732 identification bits that define the card 
configuration and apply that configuration. If the interlock is not activated, the card 
configuration remains in the state it was in the last time power was turned on and the interlock 
was activated. To preserve the configuration of a card through power off, ensure the interlock 
has been activated before removing instrument power. 
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Model 3732-ST-C screw-terminal accessory  
The 3732-ST-C screw-terminal accessory is shown in the following figure. The 3732-ST-C is labeled to show the 

correct connections for the quad 4×28 configuration. For other configurations, overlays are provided with the 

screw-terminal accessory that you can insert to show the correct wiring for the dual 4×56, single 4×112, dual 

4×28 (2-pole), and single 4×56 (2-pole) configurations. 

Figure 4: Model 3732-ST-C Screw-Terminal Accessory 

 

You must also set the J17 jumper, on the upper right of the 3732-ST-C, for the configuration. The settings are 

shown in the following table. You can set the dual 4×56 configuration in one of two ways. 

ID2 ID1 Configuration  

OFF OFF Quad 4×28 

OFF ON Dual 4×56 

ON OFF Dual 4×56 

ON ON Single 4×112 
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Model 3732-ST-R screw-terminal accessory  
The 3732-ST-R screw-terminal accessory is shown in the following figure. The 3732-ST-R is labeled to show the 

correct connections for the dual 8×28 configuration. You can insert overlays (provided with the screw-terminal 

accessory) that show the correct wiring for the single 16×28 and single 8×28 (2-pole) configurations. 

Figure 5: Model 3732-ST-R Screw-Terminal Accessory 

 

You must also set the J13 jumper, on the upper right of the 3732-ST-R, for the configuration. The settings are 

shown in the following table. 

ID1 Configuration  

OFF Dual 8×28 

ON Single 16×28 
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Wire the screw-terminal accessory  
These instructions describe how to connect wiring to a Series 3700A screw-terminal accessory. 

It is not necessary to remove a circuit board from its enclosure to wire the screw-terminal 

accessory. Avoid handling circuit board surfaces and terminal blocks. Contaminants from 

hands may degrade screw-terminal accessory performance. 

To wire the screw-terminal accessory: 

1. Loosen the slotted captive screws (1) on the top cover. 

2. Slide the top cover (2) away from the retaining tab (3), as shown in the following figure. 

Figure 6: Remove the top cover of the screw-terminal accessory  
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3. Select the correct overlay and press it into place inside the screw-terminal accessory. 

4. As shown in the following figure, route your wiring through the slots at the rear of the screw-terminal 

accessory and connect it to the wiring terminals as needed for your configuration. 

Figure 7: Routing and securing cables with ties 
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5. When all wires have been connected, use small cable ties to secure the wires and provide strain relief, as 

shown in the previous figure. Pass the cable tie in and out of the small holes in the base of the screw-terminal 

assembly and around your wiring before pulling the cable tie tight. 

6. Align the top cover with the circuit board. 

7. Slide the cover forward (1) and beneath the retaining tab (2), as shown in the following figure. 

8. Fasten the two slotted captive screws (3). 

Figure 8: Install the screw -terminal assembly top cover  

 

Install the screw -terminal accessory  

Before using a screw-terminal assembly with an installed plug-in card, verify that the card is 

properly installed in the 3700A instrument and that the mounting screws are tightly fastened. If 

the mounting screws are not properly connected, an electrical shock hazard may be present. 

 

To use more than two 3700A screw-terminal accessories in a rack-mount installation, use the terminal 

support bracket included in the Model 4288-10 Rear Support Mount Kit. For more information about 

the rack-mount kit, refer to Keithley document Model 4288-10 Rear Support Rack-Mount Kit Assembly 

and Mounting Instructions, available on tek.com/keithley. 

https://www.tek.com/products/keithley
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To install the screw-terminal accessory on the 3700A plug-in card: 

1. Remove all power from the 3700A instrument. 

2. Make sure that the mounting screws (1 in the following figure) on the installed plug-in card are secure. 

Figure 9: Check 3700A card mounting screws 

 

3. Align the screw-terminal assembly D-sub connectors with the connectors on the installed plug-in card, as 

shown in the following figure. 

4. Press to seat the D-sub connectors. 

Figure 10: Connect the screw-terminal accessory  

 

5. Turn the knob on the screw-terminal assembly clockwise by hand, as shown in the previous figure, until it is 

firmly engaged. You may need to use a slotted screwdriver to tighten the knob. 
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To prevent damage to the card, do not overtighten the knob. 

Remove the screw-terminal accessory  

To remove a screw-terminal accessory from an installed plug-in card: 

1. Remove all power from the 3700A instrument. 

2. Turn the knob on the screw-terminal accessory counter-clockwise until it is completely disengaged. You may 

need to use a slotted screwdriver to loosen the knob. 

3. Pull the screw-terminal accessory away from the plug-in card D-sub connectors. 
 

Model 3732-MTC-3 cable 
The Model 3732-MTC-3 cable is a 78-pin cable assembly that is 3.0 m (10 ft) long and terminated with a D-sub 

plug on one end and a D-sub jack on the other end. 

Figure 11: Model 3723-MTC-3 cable 

 

 

To prevent electrical shock, observe the following safety precautions: 

Á Connect both ends of the cable before applying any power to the system. 

Á Remove all power in the system before connecting the cable to a switching module or 

external circuitry.  

Á Connect both D-sub connector shells of this cable to a safety earth ground. A shock 

hazard exists when voltage levels greater than 30 VRMS, 42.4 VPEAK, or 60 V DC are present. 

 

3732-MTC-3 characteristics  
Cable maximum signal levels: 300 V DC or 300 VRMS. 

Cable maximum current rating: 

Á Single conductor: 4.4 A 

Á Multiple conductors: 2.2 A per wire 

Á Conductor gauge: 22 AWG 
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Pin number identification  
Pin number identification for the Model 3732-MTC-3 cable is shown in the following figure and table. 

Figure 12: Model 3732-MTC-3 D-sub connectors  

 

 

Connect the drain wire to shield at both ends. 

Model 3732-MTC-3 pin number identification 

CONN 1 
Pin 

Color CONN 2 
Pin 

 CONN 1 
Pin  

Color CONN 2 
Pin 

1 Black 1 40 White/red/gray 40 

2 Brown 2 41 White/orange/yellow 41 

3 Red 3 42 White/orange/green 42 

4 Orange 4 43 White/orange/blue 43 

5 Yellow  5 44 White/orange/violet 44 

6 Green 6 45 White/orange/gray 45 

7 Blue 7 46 White/yellow/green 46 

8 Violet 8 47 White/yellow/blue 47 

9 Gray 9 48 White/yellow/violet 48 

10 White 10 49 White/yellow/gray 49 

11 White/black 11 50 Not connected 50 

12 White/brown 12 51 Not connected 51 

13 White/red 13 52 Not connected 52 

14 White/orange 14 53 White/green/blue 53 

15 White/yellow  15 54 White/green/violet 54 

16 White/green 16 55 White/blue/orange/yellow 55 

17 White/blue 17 56 Not connected 56 

18 White/violet 18 57 Not connected 57 

19 White/gray 19 58 Not connected 58 

20 White/black/brown 20 59 Not connected 59 

21 White/black/red 21 60 White/black/orange/green 60 
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CONN 1 
Pin 

Color CONN 2 
Pin 

 CONN 1 
Pin  

Color CONN 2 
Pin 

22 White/black/orange 22 61 White/black/orange/blue 61 

23 White/black/yellow 23 62 White/green/gray 62 

24 White/black/green 24 63 White/blue/violet 63 

25 White/black/blue 25 64 White/blue/gray 64 

26 White/black/violet 26 65 White/violet/gray 65 

27 White/black/gray 27 66 White/black/brown/red 66 

28 White/brown/red 28 67 White/black/brown/orange 67 

29 White/brown/orange 29 68 White/black/brown/yellow 68 

30 White/brown/yellow 30 69 White/black/brown/green 69 

31 White/brown/green 31 70 White/black/brown/blue 70 

32 White/brown/blue 32 71 White/black/brown/violet (spare) 71 

33 White/brown/violet 33 72 White/black/red/green 72 

34 White/brown/gray 34 73 White/black/brown/gray 73 

35 White/red/orange 35 74 White/black/red/yellow 74 

36 White/red/yellow 36 75 Not connected 75 

37 White/red/green 37 76 White/black/red/blue 76 

38 White/red/blue 38 77 White/black/red/violet 77 

39 White/red/violet (spare) 39 78 White/black/red/gray 78 

Channel specifiers 
The Series 3700A supports different card types. The functional elements on these cards are switches, relays, 

digital-analog converters (DACs), and digital I/O, referred to as channels. Channels are specified by a four-digit or 

five-digit alphanumeric sequence. This sequence is used to specify which channels are closed, opened, 

scanned, or assigned channel patterns. The first digit is always the slot number of the card in the mainframe. The 

remaining digits vary depending on the type of card. 

For complete information about Series 3700A channel types and specifiers, refer to the Series 3700A 

System Switch/Multimeter Reference Manual (part number 3700AS-901-01), available at 

tek.com/keithley. 

Matrix card channel specifiers  
The channels on the matrix cards are referred to by their slot, bank, row, and column numbers: 

Á Slot number: The number of the slot in which the card is installed. 

Á Bank number: The bank number, if used by your card. See your card documentation. 

Á Row number: The row number is either 1 to 8 or A to Z. See your card documentation. 

Á Column number: Always two digits. For columns greater than 99, use A, B, C and so on to represent 10, 11, 

12, é; the resulting sequence is: 98, 99, A0, A1, é, A8, A9, B0, B1, é 

https://www.tek.com/products/keithley
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Matrix card channel examples 

Specifier  Slot number Bank number Row number Column number 

1A05 1 N/A 1 05 

3C12 3 N/A 3 12 

1104 1 N/A 1 04 

11104 1 1 1 04 

1203 1 N/A 2 03 

213A4 2 1 3 104 

3112 3 N/A 1 12 

62101 6 2 1 01 

 

Channel numbering example 
In the crosspoint schematics that are provided for each 3732 configuration, the numbers listed at each crosspoint 

indicate the slot, bank, row, and column, as shown in the following figure. 

Figure 13: Channel numbering in matrix crosspoint schematics  

 

Card configurations  
You can use one of the following configurations in 1-pole mode: 

Á Quad 4×28 1-pole configuration (on page 18) 

Á Dual 4×56 1-pole configuration (on page 27) 

Á Single 4×112 1-pole configuration (on page 35)  

Á Dual 8×28 1-pole configuration (on page 45) 

Á Single 16×28 1-pole configuration (on page 53) 

You can use one of the following configurations in 2-pole mode: 

Á Dual 4×28 2-pole configuration (on page 59) 

Á Single 4×56 2-pole configuration (on page 68) 

Á Single 8×28 2-pole configuration (on page 76) 
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The 3732 uses single-pole relays and operates in single-pole mode by default. 

In 2-pole operation, one relay bank is used for the high signals and the adjacent relay bank is used for the low 

signals. When the 3732 is configured for 2-pole operation, channels are paired: Closing a channel on the first 

(high) bank causes the automatic closure of the corresponding channel on the second (low) bank.  

To set up the 3732 card for 2-pole operation, you configure the hardware of the card for the appropriate 1-pole 

operation, and then enable 2-pole operation using Series 3700A software. The following table shows the base 

hardware configuration (1-pole) for each 2-pole configuration. 

Base 1-pole hardware settings for 2-pole configurations 

3732 1-pole configuration  3732 2-pole configuration  

Quad 4×28 Dual 4×28 (2-pole) 

Dual 8×28 Single 8×28 (2-pole) 

Dual 4×56 Single 4×56 (2-pole) 

Configure the 3732 hardware for the appropriate 1-pole operation by setting the ID jumpers on the screw-terminal 

accessory or direct wiring the ID bit connections (if you are not using a screw-terminal accessory). 

Once the hardware is configured, use Series 3700A software to select 2-pole operation using the 

channel.setpole  command. For more information, refer to the Series 3700A System Switch/Multimeter 

Reference Manual, available at tek.com/keithley and the ñClose/Open Overviewò section. 

You can specify 2-pole operation on some channels and not others, but it is more common to operate 

the entire card in 2-pole mode. The 2-pole schematics, connection diagrams, and connection logs in 

the following sections assume the entire card is set to 2-pole operation. 

The following sections provides details for each configuration, including the D-sub connections, pin assignments 

and signal naming, crosspoint relay schematics, and connection logs. 

 

Quad 4×28 1-pole configuration  
The quad 4×28 1-pole configuration, which is the default configuration for the 3732 card, allows you to connect 

four separate banks of 28 crosspoints using jumpers, relays, or the 3732-ST-C screw-terminal accessory. 

If you are using the 3732-ST-C, set jumper J17 on the upper right corner of the 3732-ST-C card to ID1 OFF and 

ID2 OFF. 

Jumper J17 is only read when the instrument is turned on and the interlock is activated. 

 

https://www.tek.com/products/keithley
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D-sub connections: Quad 4×28 configuration 
The following figure shows the J3 and J4 D-sub pin connections for the 3732 quad 4×28 configuration. 

To actuate the backplane, connect +ILK and īILK. 

Figure 14: Quad 4×28 D-sub pin connections 

 

Pin assignments and signal naming: Quad 4×28 configuration  
The 3732 is set to the quad 4×28 configuration by default. The following tables show the pin signal name for each 

pin on each of the D-sub connectors and list the location of the connection in the switch matrix. 

In the following tables, X indicates pins that are not connected. 

You can use direct wiring for connections to the 3732 card using the 3732-MTC-3 cables. To use direct wiring 

with a quad 4×28 configuration, install jumpers as shown in the following table. 

Signal Connector and pin location Configuration  

BPID1 J4, Pin 76 Open (no connection) 

BPID2 J4, Pin 78 Open (no connection) 

BPID3 J3, Pin 77 Open (no connection) 

+ILK J3, Pin 76 J3, Pin 78 

īILK J3, Pin 78 J3, Pin 76 
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Refer to the Screw-terminal accessories (on page 7) for more information about jumper settings. 

 

3732 J3 D-sub connector pin assignments for the quad 4×28 configuration 
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C106 1 1 6 C124 24 1 24 C109 49 1 9 R23 38 2 3 

C113 2 1 13 C123 25 1 23 X 50 X X R11 40 1 1 

C111 3 1 11 C120 26 1 20 X 51 X X R22 54 2 2 

C112 4 1 12 C118 27 1 18 X 52 X X R12 61 1 2 

C119 5 1 19 C117 28 1 17 C206 53 2 6 R13 64 1 3 

C127 6 1 27 C217 29 2 17 C205 55 2 5 R14 67 1 4 

C128 7 1 28 C218 30 2 18 X 56 X X R21 70 2 1 

X 8 X X C220 31 2 20 X 57 X X R24 73 2 4 

C126 9 1 26 C219 32 2 19 X 58 X X     

C125 10 1 25 C223 33 2 23 X 59 X X     

X 11 X X C224 34 2 24 C107 60 1 7     

X 12 X X C222 35 2 22 C105 62 1 5     

C215 13 2 15 C221 36 2 21 C103 63 1 3     

C216 14 2 16 C203 37 2 3 C104 65 1 4     

C214 15 2 14 C204 39 2 4 C102 66 1 2     

C213 16 2 13 C114 41 1 14 C101 68 1 1     

C227 17 2 27 C116 42 1 16 C207 69 2 7     

C228 18 2 28 C115 43 1 15 C208 71 2 8     

C226 19 2 26 C209 44 2 9 C201 72 2 1     

C225 20 2 25 C210 45 2 10 C202 74 2 2     

C108 21 1 8 C212 46 2 12 X 75 X X     

C121 22 1 21 C211 47 2 11         

C122 23 1 22 C110 48 1 10         
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3732 J4 D-sub connector pin assignments for the quad 4×28 configuration 
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C306 1 3 6 C322 23 1 22 C411 47 4 11 R43 38 2 3 

C313 2 3 13 C324 24 1 24 C310 48 3 10 R31 40 1 1 

C311 3 3 11 C323 25 1 23 C309 49 3 9 R42 54 2 2 

C312 4 3 12 C320 26 1 20 X 50 X X R32 61 1 2 

C319 5 3 19 C318 27 1 18 X 51 X X R33 64 1 3 

C327 6 3 27 C317 28 1 17 X 52 X X R34 67 1 4 

C328 7 3 28 C417 29 2 17 C406 53 4 6 R41 70 2 1 

X 8 X X C418 30 2 18 C405 55 4 5 R44 73 2 4 

C326 9 3 26 C420 31 2 20 X 56 X X     

C325 10 3 25 C419 32 2 19 X 57 X X     

X 11 X X C423 33 2 23 X 58 X X     

X 12 X X C424 34 2 24 X 59 X X     

C415 13 4 15 C422 35 2 22 C307 60 3 7     

C416 14 4 16 C421 36 2 21 C305 62 3 5     

C414 15 4 14 C403 37 2 3 C303 63 3 3     

C413 16 4 13 C404 39 2 4 C304 65 3 4     

C427 17 4 27 C314 41 1 14 C302 66 3 2     

C428 18 4 28 C316 42 1 16 C301 68 3 1     

C426 19 4 26 C315 43 1 15 C407 69 4 7     

C425 20 4 25 C409 44 2 9 C408 71 4 8     

C308 21 3 8 C410 45 2 10 C402 74 4 2     

C321 22 3 21 C412 46 2 12 X 75 X X     
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Matrix crosspoint schematic: Quad 4×28 configuration  
The following figure is a simplified crosspoint schematic of the quad 4×28 matrix configuration. 

Figure 15: 4×28 crosspoint matrix  
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Quad 4×28 configuration connection logs  
Use this table to record your 3732 connection information in the quad 4×28 configuration (1 of 4). 

Bank Connection 
Pin signal 
name Color Description  

1 Row 1 R11   

1 Row 2 R12   

1 Row 3 R13   

1 Row 4 R14   

1 Column 1 C101   

1 Column 2 C102   

1 Column 3 C103   

1 Column 4 C104   

1 Column 5 C105   

1 Column 6 C106   

1 Column 7 C107   

1 Column 8 C108   

1 Column 9 C109   

1 Column 10 C110   

1 Column 11 C111   

1 Column 12 C112   

1 Column 13 C113   

1 Column 14 C114   

1 Column 15 C115   

1 Column 16 C116   

1 Column 17 C117   

1 Column 18 C118   

1 Column 19 C119   

1 Column 20 C120   

1 Column 21 C121   

1 Column 22 C122   

1 Column 23 C123   

1 Column 24 C124   

1 Column 25 C125   

1 Column 26 C126   

1 Column 27 C127   

1 Column 28 C128   
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Model 3732 connection log for the quad 4×28 configuration (2 of 4). 

Bank Connection 
Pin signal 
name Color Description  

2 Row 1 R21   

2 Row 2 R22   

2 Row 3 R23   

2 Row 4 R24   

2 Column 1 C201   

2 Column 2 C202   

2 Column 3 C203   

2 Column 4 C204   

2 Column 5 C205   

2 Column 6 C206   

2 Column 7 C207   

2 Column 8 C208   

2 Column 9 C209   

2 Column 10 C210   

2 Column 11 C211   

2 Column 12 C212   

2 Column 13 C213   

2 Column 14 C214   

2 Column 15 C215   

2 Column 16 C216   

2 Column 17 C217   

2 Column 18 C218   

2 Column 19 C219   

2 Column 20 C220   

2 Column 21 C221   

2 Column 22 C222   

2 Column 23 C223   

2 Column 24 C224   

2 Column 25 C225   

2 Column 26 C226   

2 Column 27 C227   

2 Column 28 C228   
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Model 3732 connection log for the quad 4×28 configuration (3 of 4). 

Bank Connection 
Pin signal 
name Color Description  

3 Row 1 R31   

3 Row 2 R32   

3 Row 3 R33   

3 Row 4 R34   

3 Column 1 C301   

3 Column 2 C302   

3 Column 3 C303   

3 Column 4 C304   

3 Column 5 C305   

3 Column 6 C306   

3 Column 7 C307   

3 Column 8 C308   

3 Column 9 C309   

3 Column 10 C310   

3 Column 11 C311   

3 Column 12 C312   

3 Column 13 C313   

3 Column 14 C314   

3 Column 15 C315   

3 Column 16 C316   

3 Column 17 C317   

3 Column 18 C318   

3 Column 19 C319   

3 Column 20 C320   

3 Column 21 C321   

3 Column 22 C322   

3 Column 23 C323   

3 Column 24 C324   

3 Column 25 C325   

3 Column 26 C326   

3 Column 27 C327   

3 Column 28 C328   
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Model 3732 connection log for the quad 4×28 configuration (4 of 4). 

Bank Connection 
Pin signal 
name Color Description  

4 Row 1 R41   

4 Row 2 R42   

4 Row 3 R43   

4 Row 4 R44   

4 Column 1 C401   

4 Column 2 C402   

4 Column 3 C403   

4 Column 4 C404   

4 Column 5 C405   

4 Column 6 C406   

4 Column 7 C407   

4 Column 8 C408   

4 Column 9 C409   

4 Column 10 C410   

4 Column 11 C411   

4 Column 12 C412   

4 Column 13 C413   

4 Column 14 C414   

4 Column 15 C415   

4 Column 16 C416   

4 Column 17 C417   

4 Column 18 C418   

4 Column 19 C419   

4 Column 20 C420   

4 Column 21 C421   

4 Column 22 C422   

4 Column 23 C423   

4 Column 24 C424   

4 Column 25 C425   

4 Column 26 C426   

4 Column 27 C427   

4 Column 28 C428   
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Dual 4×56 1-pole configuration  
The dual 4×56 1-pole configuration allows you to create two banks of 224 crosspoints using bank configuration 

relays mounted on the 3732 card. The columns of these two banks can then be connected using jumpers, relays, 

or the 3732-ST-C screw-terminal accessory. 

If you are using the 3732-ST-C, set jumper J17 on the upper right corner of the 3732-ST-C card to ID1 ON and 

ID2 OFF. You can also set ID1 to OFF and ID2 to ON. 

Jumper J17 is only read when the instrument is turned on and the interlock is activated. 

D-sub connections: Dual 4×56 configuration 
The following figure shows the J3 and J4 D-sub pin connections for the 3732 dual 4×56 configuration. 

The backplane interlock is actuated by connecting +ILK and īILK. 

Figure 16: Dual 4×56 D-sub pin connections 

 

Pin assignments and signal naming: Dual 4×56 configuration 
The following tables show the pin signal name for each pin on each of the D-sub connectors and list the location 

of the connection in the switch matrix. 

In the following tables, X indicates pins that are not connected. 

You can use direct wiring for connections to the 3732 card using the 3732-MTC-3 cables. To use direct wiring 

with a dual 4×56 configuration, install jumpers as shown in the following table. Both configuration options produce 

the same results. 
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Signal Connector and pin location Configuration option 1 Configuration option 2  

BPID1 J4, Pin 76 Open (no connection) J4, Pin 77 

BPID2 J4, Pin 78 J4, Pin 77 Open (no connection) 

BPID3 J3, Pin 77 Open (no connection) Open (no connection) 

+ILK J3, Pin 76 J3, Pin 78 J3, Pin 78 

īILK J3, Pin 78 J3, Pin 76 J3, Pin 76 

3732 J3 D-sub connector pin assignments for the dual 4×56 configuration 
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C106 1 1 6 C124 24 1 24 C109 49 1 9 R13 38 1 3 

C113 2 1 13 C123 25 1 23 X 50 X X R11 40 1 1 

C111 3 1 11 C120 26 1 20 X 51 X X R12 54 1 2 

C112 4 1 12 C118 27 1 18 X 52 X X R12 61 1 2 

C119 5 1 19 C117 28 1 17 C134 53 1 34 R13 64 1 3 

C127 6 1 27 C145 29 1 45 C133 55 1 33 R14 67 1 4 

C128 7 1 28 C146 30 1 46 X 56 X X R11 70 1 1 

X 8 X X C148 31 1 48 X 57 X X R14 73 1 4 

C126 9 1 26 C147 32 1 47 X 58 X X     

C125 10 1 25 C151 33 1 51 X 59 X X     

X 11 X X C152 34 1 52 C107 60 1 7     

X 12 X X C150 35 1 50 C105 62 1 5     

C143 13 1 43 C149 36 1 49 C103 63 1 3     

C144 14 1 44 C131 37 1 31 C104 65 1 4     

C142 15 1 42 C132 39 1 32 C102 66 1 2     

C141 16 1 41 C114 41 1 14 C101 68 1 1     

C155 17 1 55 C116 42 1 16 C135 69 1 35     

C156 18 1 56 C115 43 1 15 C136 71 1 36     

C154 19 1 54 C137 44 1 37 C129 72 1 29     

C153 20 1 53 C138 45 1 38 C130 74 1 30     

C108 21 1 8 C140 46 1 40 X 75 X X     

C121 22 1 21 C139 47 1 39         

C122 23 1 22 C110 48 1 10         
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3732 J4 D- sub connector pin  assignment s for the dual 4× 56 configuration  
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C206 1 2 6 C224 24 2 24 C209 49 2 9 R23 38 2 3 

C213 2 2 13 C223 25 2 23 X 50 X X R21 40 2 1 

C211 3 2 11 C220 26 2 20 X 51 X X R22 54 2 2 

C212 4 2 12 C218 27 2 18 X 52 X X R22 61 2 2 

C219 5 2 19 C217 28 2 17 C234 53 2 34 R23 64 2 3 

C227 6 2 27 C245 29 2 45 C233 55 2 33 R24 67 2 4 

C228 7 2 28 C246 30 2 46 X 56 X X R21 70 2 1 

X 8 X X C248 31 2 48 X 57 X X R24 73 2 4 

C226 9 2 26 C247 32 2 47 X 58 X X     

C225 10 2 25 C251 33 2 51 X 59 X X     

X 11 X X C252 34 2 52 C207 60 2 7     

X 12 X X C250 35 2 50 C205 62 2 5     

C243 13 2 43 C249 36 2 49 C203 63 2 3     

C244 14 2 44 C231 37 2 31 C204 65 2 4     

C242 15 2 42 C232 39 2 32 C202 66 2 2     

C231 16 2 31 C214 41 2 14 C201 68 2 1     

C255 17 2 55 C216 42 2 16 C235 69 2 35     

C256 18 2 56 C215 43 2 15 C236 71 2 36     

C254 19 2 54 C237 44 2 37 C229 72 2 29     

C253 20 2 53 C238 45 2 38 C230 74 2 30     

C208 21 2 8 C240 46 2 40 X 75 X X     

C221 22 2 21 C239 47 2 39         

C222 23 2 22 C210 48 2 10         
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Schematic: Dual 4×56 configuration 
The following figure is a simplified crosspoint schematic of the dual 4×56 matrix configuration. 

Figure 17: Dual 4×56 simplified crosspoint schematic  
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Dual 4×56 configuration connection logs 
Use this table to record your 3732 connection information for the dual 4×56 configuration (1 of 4). 

Model 3732 connection log for the dual 4×56 configuration: Bank 1 

Bank Connection 
Pin signal 
name Color Description  

1 Row 1 R11  
 

1 Row 2 R12  
 

1 Row 3 R13  
 

1 Row 4 R14  
 

1 Column 1 C101  
 

1 Column 2 C102  
 

1 Column 3 C103  
 

1 Column 4 C104  
 

1 Column 5 C105  
 

1 Column 6 C106  
 

1 Column 7 C107  
 

1 Column 8 C108  
 

1 Column 9 C109  
 

1 Column 10 C110  
 

1 Column 11 C111  
 

1 Column 12 C112  
 

1 Column 13 C113  
 

1 Column 14 C114  
 

1 Column 15 C115  
 

1 Column 16 C116  
 

1 Column 17 C117  
 

1 Column 18 C118  
 

1 Column 19 C119  
 

1 Column 20 C120  
 

1 Column 21 C121  
 

1 Column 22 C122  
 

1 Column 23 C123  
 

1 Column 24 C124  
 

1 Column 25 C125  
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Model 3732 connection log for the dual 4×56 configuration: Bank 1 

Bank Connection 
Pin signal 
name Color Description  

1 Column 26 C126  
 

1 Column 27 C127  
 

1 Column 28 C128  
 

1 Column 29 C129  
 

1 Column 30 C130  
 

1 Column 31 C131  
 

1 Column 32 C132  
 

1 Column 33 C133  
 

1 Column 34 C134  
 

1 Column 35 C135  
 

1 Column 36 C136  
 

1 Column 37 C137  
 

1 Column 38 C138  
 

1 Column 39 C139  
 

1 Column 40 C140  
 

1 Column 41 C141  
 

1 Column 42 C142  
 

1 Column 43 C143  
 

1 Column 44 C144  
 

1 Column 45 C145  
 

1 Column 46 C146  
 

1 Column 47 C147  
 

1 Column 48 C148  
 

1 Column 49 C149  
 

1 Column 50 C150  
 

1 Column 51 C151  
 

1 Column 52 C152  
 

1 Column 53 C153  
 

1 Column 54 C154  
 

1 Column 55 C155  
 

1 Column 56 C156  
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Model 3732 connection log for the dual 4×56 configuration: Bank 2 

Bank Connection 
Pin signal 
name Color Description  

2 Row 1 R21  
 

2 Row 2 R22  
 

2 Row 3 R23  
 

2 Row 4 R24  
 

2 Column 1 C201  
 

2 Column 2 C202  
 

2 Column 3 C203  
 

2 Column 4 C204  
 

2 Column 5 C205  
 

2 Column 6 C206  
 

2 Column 7 C207  
 

2 Column 8 C208  
 

2 Column 9 C209  
 

2 Column 10 C210  
 

2 Column 11 C211  
 

2 Column 12 C212  
 

2 Column 13 C213  
 

2 Column 14 C214  
 

2 Column 15 C215  
 

2 Column 16 C216  
 

2 Column 17 C217  
 

2 Column 18 C218  
 

2 Column 19 C219  
 

2 Column 20 C220  
 

2 Column 21 C221  
 

2 Column 22 C222  
 

2 Column 23 C223  
 

2 Column 24 C224  
 

2 Column 25 C225  
 

2 Column 26 C226  
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Model 3732 connection log for the dual 4×56 configuration: Bank 2 

Bank Connection 
Pin signal 
name Color Description  

2 Column 27 C227  
 

2 Column 28 C228  
 

2 Column 29 C229  
 

2 Column 30 C230  
 

2 Column 31 C231  
 

2 Column 32 C232  
 

2 Column 33 C233  
 

2 Column 34 C234  
 

2 Column 35 C235  
 

2 Column 36 C236  
 

2 Column 37 C237  
 

2 Column 38 C238  
 

2 Column 39 C239  
 

2 Column 40 C240  
 

2 Column 41 C241  
 

2 Column 42 C242  
 

2 Column 43 C243  
 

2 Column 44 C244  
 

2 Column 45 C245  
 

2 Column 46 C246  
 

2 Column 47 C247  
 

2 Column 48 C248  
 

2 Column 49 C249  
 

2 Column 50 C250  
 

2 Column 51 C251  
 

2 Column 52 C252  
 

2 Column 53 C253  
 

2 Column 54 C254  
 

2 Column 55 C255  
 

2 Column 56 C256  
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Single 4×112 1-pole configuration  
The single 4×112 1-pole configuration allows you to connect four banks of 112 crosspoints into a single matrix of 

448 crosspoints using bank configuration relays mounted on the 3732 card. The columns of these four banks can 

then be connected using jumpers, relays, or the 3732-ST-C screw-terminal accessory. 

If you are using the 3732-ST-C, set jumper J17 on the upper right corner of the 3732-ST-C card to ID1 ON and 

ID2 to ON. 

Jumper J17 is only read when the instrument is turned on and the interlock is activated. 

D-sub connections: Single 4×112 configuration 
The following figure shows the J3 and J4 D-sub pin assignments for the single 4×112 configuration. 

To actuate the backplane interlock, connect +ILK and īILK. 

Figure 18: Single 4×112 D-sub pin connections 
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Pin assignments and signal naming: Single 4×112 configuration 
The following tables show the pin signal name for each pin on each of the D-sub connectors and list the location 

of the connection in the switch matrix. 

In the following tables, X indicates pins that are not connected. 

You can use direct wiring for connections to the 3732 card using the 3732-MTC-3 cables. To use direct wiring 

with a single 4×112 configuration, install jumpers as shown in the following table. 

Signal Connector and pin location Configuration  

BPID1 J4, Pin 76 J4, Pin 77 

BPID2 J4, Pin 78 J4, Pin 77 

BPID3 J3, Pin 77 Open (no connection) 

+ILK J3, Pin 76 J3, Pin 78 

īILK J3, Pin 78 J3, Pin 76 

Refer to the Screw-terminal accessories (on page 7) for more information about jumper settings. 
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3732 J3 D-sub connector pin assignments for the single 4×112 configuration 
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C106 1 1 6 C124 24 1 24 C109 49 1 9 R13 38 1 3 

C113 2 1 13 C123 25 1 23 X 50 X X R11 40 1 1 

C111 3 1 11 C120 26 1 20 X 51 X X R12 54 1 2 

C112 4 1 12 C118 27 1 18 X 52 X X R12 61 1 2 

C119 5 1 19 C117 28 1 17 C134 53 1 34 R13 64 1 3 

C127 6 1 27 C145 29 1 45 C133 55 1 33 R14 67 1 4 

C128 7 1 28 C146 30 1 46 X 56 X X R11 70 1 1 

X 8 X X C148 31 1 48 X 57 X X R14 73 1 4 

C126 9 1 26 C147 32 1 47 X 58 X X     

C125 10 1 25 C151 33 1 51 X 59 X X     

X 11 X X C152 34 1 52 C107 60 1 7     

X 12 X X C150 35 1 50 C105 62 1 5     

C143 13 1 43 C149 36 1 49 C103 63 1 3     

C144 14 1 44 C131 37 1 31 C104 65 1 4     

C142 15 1 42 C132 39 1 32 C102 66 1 2     

C141 16 1 41 C114 41 1 14 C101 68 1 1     

C155 17 1 55 C116 42 1 16 C135 69 1 35     

C156 18 1 56 C115 43 1 15 C136 71 1 36     

C154 19 1 54 C137 44 1 37 C129 72 1 29     

C153 20 1 53 C138 45 1 38 C130 74 1 30     

C108 21 1 8 C140 46 1 40 X 75 X X     

C121 22 1 21 C139 47 1 39         

C122 23 1 22 C110 48 1 10         
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3732 J4 D-sub connector pin assignments for the single 4×112 configuration 
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C162 1 1 62 C180 24 1 80 C165 49 1 65 R13 38 1 3 

C169 2 1 69 C179 25 1 79 X 50 X X R11 40 1 1 

C167 3 1 67 C176 26 1 76 X 51 X X R12 54 1 2 

C168 4 1 68 C174 27 1 74 X 52 X X R12 61 1 2 

C175 5 1 75 C173 28 1 73 C190 53 1 90 R13 64 1 3 

C183 6 1 83 C1A1 29 1 A1 C189 55 1 89 R14 67 1 4 

C184 7 1 84 C1A2 30 1 A2 X 56 X X R11 70 1 1 

X 8 X X C1A4 31 1 A4 X 57 X X R14 73 1 4 

C182 9 1 82 C1A3 32 1 A3 X 58 X X     

C181 10 1 81 C1A7 33 1 A7 X 59 X X     

X 11 X X C1A8 34 1 A8 C163 60 1 63     

X 12 X X C1A6 35 1 A6 C161 62 1 61     

C199 13 1 99 C1A5 36 1 A5 C159 63 1 59     

C1A0 14 1 A0 C187 37 1 87 C160 65 1 60     

C198 15 1 98 C188 39 1 88 C158 66 1 58     

C197 16 1 97 C170 41 1 70 C157 68 1 57     

C1B1 17 1 B1 C172 42 1 72 C191 69 1 91     

C1B2 18 1 B2 C171 43 1 71 C192 71 1 92     

C1B0 19 1 B0 C193 44 1 93 C185 72 1 85     

C1A9 20 1 A9 C194 45 1 94 C186 74 1 86     

C164 21 1 64 C196 46 1 96 X 75 X X     

C177 22 1 77 C195 47 1 95         

C178 23 1 78 C166 48 1 66         
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Schematic: Single 4×112 configuration 
The following figure is a simplified crosspoint schematic of the single 4×112 matrix configuration. 
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Single 4×112 configuration connection logs 
Use this table to record your 3732 connection information for the single 4×112 configuration. 

Model 3732 connection log for the single 4×112 configuration 

Bank Connection 
Pin signal 
name Color Description  

1 Row 1 R11  
 

1 Row 2 R12  
 

1 Row 3 R13  
 

1 Row 4 R14  
 

1 Column 1 C101  
 

1 Column 2 C102  
 

1 Column 3 C103  
 

1 Column 4 C104  
 

1 Column 5 C105  
 

1 Column 6 C106  
 

1 Column 7 C107  
 

1 Column 8 C108  
 

1 Column 9 C109  
 

1 Column 10 C110  
 

1 Column 11 C111  
 

1 Column 12 C112  
 

1 Column 13 C113  
 

1 Column 14 C114  
 

1 Column 15 C115  
 

1 Column 16 C116  
 

1 Column 17 C117  
 

1 Column 18 C118  
 

1 Column 19 C119  
 

1 Column 20 C120  
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Model 3732 connection log for the single 4×112 configuration 

Bank Connection 
Pin signal 
name Color Description  

1 Column 21 C121  
 

1 Column 22 C122  
 

1 Column 23 C123  
 

1 Column 24 C124  
 

1 Column 25 C125  
 

1 Column 26 C126  
 

1 Column 27 C127  
 

1 Column 28 C128  
 

1 Column 29 C129  
 

1 Column 30 C130  
 

1 Column 31 C131  
 

1 Column 32 C132  
 

1 Column 33 C133  
 

1 Column 34 C134  
 

1 Column 35 C135  
 

1 Column 36 C136  
 

1 Column 37 C137  
 

1 Column 38 C138  
 

1 Column 39 C139  
 

1 Column 40 C140  
 

1 Column 41 C141  
 

1 Column 42 C142  
 

1 Column 43 C143  
 

1 Column 44 C144  
 

1 Column 45 C145  
 

1 Column 46 C146  
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Model 3732 connection log for the single 4×112 configuration 

Bank Connection 
Pin signal 
name Color Description  

1 Column 47 C147  
 

1 Column 48 C148  
 

1 Column 49 C149  
 

1 Column 50 C150  
 

1 Column 51 C151  
 

1 Column 52 C152  
 

1 Column 53 C153  
 

1 Column 54 C154  
 

1 Column 55 C155  
 

1 Column 56 C156  
 

1 Column 57 C157  
 

1 Column 58 C158  
 

1 Column 59 C159  
 

1 Column 60 C160  
 

1 Column 61 C161  
 

1 Column 62 C162  
 

1 Column 63 C163  
 

1 Column 64 C164  
 

1 Column 65 C165  
 

1 Column 66 C166  
 

1 Column 67 C167  
 

1 Column 68 C168  
 

1 Column 69 C169  
 

1 Column 70 C170  
 

1 Column 71 C171  
 

1 Column 72 C172  
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Model 3732 connection log for the single 4×112 configuration 

Bank Connection 
Pin signal 
name Color Description  

1 Column 73 C173  
 

1 Column 74 C174  
 

1 Column 75 C175  
 

1 Column 76 C176  
 

1 Column 77 C177  
 

1 Column 78 C178  
 

1 Column 79 C179  
 

1 Column 80 C180  
 

1 Column 81 C181  
 

1 Column 82 C182  
 

1 Column 83 C183  
 

1 Column 84 C184  
 

1 Column 85 C185  
 

1 Column 86 C186  
 

1 Column 87 C187  
 

1 Column 88 C188  
 

1 Column 89 C189  
 

1 Column 90 C190  
 

1 Column 91 C191  
 

1 Column 92 C192  
 

1 Column 93 C193  
 

1 Column 94 C194  
 

1 Column 95 C195  
 

1 Column 96 C196  
 

1 Column 97 C197  
 

1 Column 98 C198  
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Model 3732 connection log for the single 4×112 configuration 

Bank Connection 
Pin signal 
name Color Description  

1 Column 99 C199  
 

1 Column 100 C1A0  
 

1 Column 101 C1A1  
 

1 Column 102 C1A2  
 

1 Column 103 C1A3  
 

1 Column 104 C1A4  
 

1 Column 105 C1A5  
 

1 Column 106 C1A6  
 

1 Column 107 C1A7  
 

1 Column 108 C1A8  
 

1 Column 109 C1A9  
 

1 Column 110 C1B0  
 

1 Column 111 C1B1  
 

1 Column 112 C1B2  
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Dual 8×28 1-pole configuration  
The dual 8×28 1-pole configuration allows you to use row expansion to create two banks of 224 crosspoints using 

jumpers, relays, or the 3732-ST-R screw-terminal accessory. Each bank consists of 8 rows and 28 columns. 

If you are using the 3732-ST-R, set jumper J13 on the upper right corner of the 3732-ST-R card to ID1 OFF. 

Jumper J13 is only read when the instrument is turned on and the interlock is activated. 

D-sub connections: Dual 8×28 configuration 
The following figure shows the J3 and J4 D-sub pin assignments for the dual 8×28 configuration.  

To actuate the backplane interlock, connect +ILK and īILK. 

The pinouts in the following figure represent the pin connections that are made when the 3732-ST-R 

screw-terminal accessory is attached to the 3732 J3 and J4 connectors. If the 3732-ST-R is not 

attached, you must connect the pins with the same names together externally; they are not connected 

on the 3732 card for this configuration. 

Figure 19: Dual 8×28 D-sub pin connections 
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Pin assignments and signal naming: Dual 8×28 configuration 
The following tables show the pin signal name for each pin on each of the D-sub connectors and list the location 

of the connection in the switch matrix. 

You can use direct wiring for connections to the 3732 card using the 3732-MTC-3 cables. To use direct wiring 

with a dual 8×28 configuration, install jumpers as shown in the following table. 

Signal Connector and pin location Configuration  

BPID1 J4, Pin 76 Open (no connection) 

BPID2 J4, Pin 78 Open (no connection) 

BPID3 J3, Pin 77 J4, Pin 77 

+IILK J3, Pin 76 J3, Pin 78 

īILK J3, Pin 78 J3, Pin 76 

Refer to the Screw-terminal accessories (on page 7) for more information about jumper settings. 
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3732 J3 D-sub connector pin assignments for the dual 8×28 configuration 

Columns Rows 
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C106 1 1 6 C124 24 1 24 C109 49 1 9 R17 38 1 7 

C113 2 1 13 C123 25 1 23 X 50 X X R11 40 1 1 

C111 3 1 11 C120 26 1 20 X 51 X X R16 54 1 6 

C112 4 1 12 C118 27 1 18 X 52 X X R12 61 1 2 

C119 5 1 19 C117 28 1 17 C106 53 1 6 R13 64 1 3 

C127 6 1 27 C117 29 1 17 C105 55 1 5 R14 67 1 4 

C128 7 1 28 C118 30 1 18 X 56 X X R15 70 1 5 

X 8 X X C120 31 1 20 X 57 X X R18 73 1 8 

C126 9 1 26 C119 32 1 19 X 58 X X     

C125 10 1 25 C123 33 1 23 X 59 X X     

X 11 X X C124 34 1 24 C107 60 1 7     

X 12 X X C122 35 1 22 C105 62 1 5     

C115 13 1 15 C121 36 1 21 C103 63 1 3     

C116 14 1 16 C103 37 1 3 C104 65 1 4     

C114 15 1 14 C104 39 1 4 C102 66 1 2     

C113 16 1 13 C114 41 1 14 C101 68 1 1     

C127 17 1 27 C116 42 1 16 C107 69 1 7     

C128 18 1 28 C115 43 1 15 C108 71 1 8     

C126 19 1 26 C109 44 1 9 C101 72 1 1     

C125 20 1 25 C110 45 1 10 C102 74 1 2     

C108 21 1 8 C112 46 1 12 X 75 X X     

C121 22 1 21 C111 47 1 11         

C122 23 1 22 C110 48 1 10         
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3732 J4 D-sub connector pin assignments for the dual 8×28 configuration 

Columns Rows 
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C206 1 2 6 C224 24 2 24 C209 49 2 9 R27 38 2 7 

C213 2 2 13 C223 25 2 23 X 50 X X R21 40 2 1 

C211 3 2 11 C220 26 2 20 X 51 X X R26 54 2 6 

C212 4 2 12 C218 27 2 18 X 52 X X R22 61 2 2 

C219 5 2 19 C217 28 2 17 C206 53 2 6 R23 64 2 3 

C227 6 2 27 C217 29 2 17 C205 55 2 5 R24 67 2 4 

C228 7 2 28 C218 30 2 18 X 56 X X R25 70 2 5 

X 8 X X C220 31 2 20 X 57 X X R28 73 2 8 

C226 9 2 26 C219 32 2 19 X 58 X X     

C225 10 2 25 C223 33 2 23 X 59 X X     

X 11 X X C224 34 2 24 C207 60 2 7     

X 12 X X C222 35 2 22 C205 62 2 5     

C215 13 2 15 C221 36 2 21 C203 63 2 3     

C216 14 2 16 C203 37 2 3 C204 65 2 4     

C214 15 2 14 C204 39 2 4 C202 66 2 2     

C213 16 2 13 C214 41 2 14 C201 68 2 1     

C227 17 2 27 C216 42 2 16 C207 69 2 7     

C228 18 2 28 C215 43 2 15 C208 71 2 8     

C226 19 2 26 C209 44 2 9 C201 72 2 1     

C225 20 2 25 C210 45 2 10 C202 74 2 2     

C208 21 2 8 C212 46 2 12 X 75 X X     

C221 22 2 21 C211 47 2 11         

C222 23 2 22 C210 48 2 10         
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Schematic: Dual 8×28 configuration 
The following figure is a simplified crosspoint schematic of the dual 8×28 matrix configuration. 

Figure 20: Dual 8×28 simplified crosspoint schematic  
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Dual 8×28 configuration connection logs 
Use this table to record your 3732 connection information for the dual 8×28 configuration. 

Model 3732 connection log for the dual 8×28 configuration: Bank 1 

Bank Connection 
Pin signal 
name Color Description  

1 Row 1 R11  
 

1 Row 2 R12  
 

1 Row 3 R13  
 

1 Row 4 R14  
 

1 Row 5 R15  
 

1 Row 6 R16  
 

1 Row 7 R17  
 

1 Row 8 R18  
 

1 Column 1 C101  
 

1 Column 2 C102  
 

1 Column 3 C103  
 

1 Column 4 C104  
 

1 Column 5 C105  
 

1 Column 6 C106  
 

1 Column 7 C107  
 

1 Column 8 C108  
 

1 Column 9 C109  
 

1 Column 10 C110  
 

1 Column 11 C111  
 

1 Column 12 C112  
 

1 Column 13 C113  
 

1 Column 14 C114  
 

1 Column 15 C115  
 

1 Column 16 C116  
 

1 Column 17 C117  
 

1 Column 18 C118  
 

1 Column 19 C119  
 

1 Column 20 C120  
 

1 Column 21 C121  
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Model 3732 connection log for the dual 8×28 configuration: Bank 1 

Bank Connection 
Pin signal 
name Color Description  

1 Column 22 C122  
 

1 Column 23 C123  
 

1 Column 24 C124  
 

1 Column 25 C125  
 

1 Column 26 C126  
 

1 Column 27 C127  
 

1 Column 28 C128  
 

 

Model 3732 connection log for the dual 8×28 configuration: Bank 2 

Bank Connection 
Pin signal 
name Color Description  

2 Row 1 R21  
 

2 Row 2 R22  
 

2 Row 3 R23  
 

2 Row 4 R24  
 

2 Row 5 R25  
 

2 Row 6 R26  
 

2 Row 7 R27  
 

2 Row 8 R28  
 

2 Column 1 C201  
 

2 Column 2 C202  
 

2 Column 3 C203  
 

2 Column 4 C204  
 

2 Column 5 C205  
 

2 Column 6 C206  
 

2 Column 7 C207  
 

2 Column 8 C208  
 

2 Column 9 C209  
 

2 Column 10 C210  
 

2 Column 11 C211  
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Model 3732 connection log for the dual 8×28 configuration: Bank 2 

Bank Connection 
Pin signal 
name Color Description  

2 Column 12 C212  
 

2 Column 13 C213  
 

2 Column 14 C214  
 

2 Column 15 C215  
 

2 Column 16 C216  
 

2 Column 17 C217  
 

2 Column 18 C218  
 

2 Column 19 C219  
 

2 Column 20 C220  
 

2 Column 21 C221  
 

2 Column 22 C222  
 

2 Column 23 C223  
 

2 Column 24 C224  
 

2 Column 25 C225  
 

2 Column 26 C226  
 

2 Column 27 C227  
 

2 Column 28 C228  
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Single 16×28 1-pole configuration  
The single 16×28 configuration allows you to use row expansion to create a single bank consisting of 16 rows and 

28 columns using jumpers, relays, or the 3732-ST-R screw-terminal accessory. 

If you are using the 3732-ST-R, set jumper J13 on the upper right corner of the 3732-ST-R card to ID1 ON. 

Jumper J13 is only read when the instrument is turned on and the interlock is activated. 

D-sub connections: Single 16×28 configuration 
 The following figure shows the J3 and J4 D-sub pin assignments for the single 16×28 configuration. 

The backplane interlock is actuated by connecting +ILK and īILK. 

The pinouts in the following figure represent the pin connections that are made when the 3732-ST-R 

screw-terminal accessory is attached to the 3732 J3 and J4 connectors. If the 3732-ST-R is not 

attached, you must connect the pins with the same names together externally; they are not connected 

on the 3732 card for this configuration. 

Figure 21: Single 16×28 D-sub pin connections 

 

 
















































